
Section 01035 - Alteration Project Procedures

(TO BE USED WITH REMODEL WORK ONLY)
Part 1
General

1.01
Related Documents

A.
Contract General Conditions.

B.
(TO BE PROVIDED BY THE ARCHITECT AS REQUIRED)

1.02
General Description and Requirements

A.
Coordinate the work of trades and schedule elements of alterations and renovation work by procedures and methods to expedite completion of the work.

B.
In addition to demolition specifically shown, cut, move or remove items as necessary to provide access or to allow alterations and new work to proceed.  Include such items as:

1.
Repair or removal of hazardous or unsanitary conditions.

2.
Removal of abandoned items and items serving no useful purpose, such as abandoned piping, conduit and wiring.

3.
Removal of unsuitable or extraneous materials not marked for salvage, such as abandoned furnishings and equipment, and debris such as rotted wood, rusted metals and deteriorated concrete.

4.
Cleaning of surfaces, and removal of surface finishes as needed to install new work and finishes.

C.
Patch, repair and refinish existing items to remain, to the specified condition for each material, with a smooth and clean transition to adjacent new items of construction.

1.03
Sequence and Schedules

A.
Schedule work in the sequences specified in Section 01010, Summary of Work.

1.04
Alterations, Cutting and Protection

A.
Assign the work of moving, removal, cutting and patching, to trades qualified to perform the work in a manner to minimize the possibility of damage to each type of work, and provide means of returning surfaces to appearance of new work.

B.
Perform cutting and removal work with minimal disruption and in a manner to avoid damage to adjacent work.

C.
Cut finish surfaces such as masonry, tile, plaster or metals, by methods which terminate surfaces in a straight line at a natural point of division.

D. 
Perform cutting and patching as specified in Section 01045.

E.
Protect existing finishes, equipment, and adjacent construction which is scheduled to remain, from damage.

1.
Protect existing and new work from weather and extremes of temperature.

2.
Maintain existing interior work above 60 degrees F.

3.
Provide weather protection, waterproofing, heat and humidity control as needed to prevent damage to remaining work and to new work.

Part 2
Products

2.01
Products for Patching, Extending and Matching

A.
Provide same products or types of construction as that in existing structure, as needed to patch, extend or match existing.

B.
Generally the Contract Documents will not define products or standards of workmanship present in existing construction; determine products by inspection and necessary testing, and determine quality of workmanship by using existing as a sample for comparison.

C.
The presence of a product, finish, or type of construction requires that patching, extending or matching shall be performed as necessary to make work complete and consistent with identical standards of quality.

Part 3
Execution

3.01
Performance

A.
Patch and extend existing construction using skilled workers capable of matching existing quality of workmanship.  Quality of patched or extended work shall be not less than that specified for new work.

3.02
Adjustments

A.
Where partitions are removed, patch floors, walls, and ceilings with finish materials to match existing.

1.
Where removal of partitions results in adjacent spaces becoming one, re-work floors and ceilings to provide smooth and clean planes without breaks, steps, or bulkheads.

2.
Where extreme change of plane of one inch or more occurs, request instructions from Architect as to method of making transition.

B.
Trim and refinish existing doors as necessary to clear new floor finishes.

3.03
Damaged Surfaces

A.
Patch and replace any portion of an existing finished surface which is found to be damaged, lifted, discolored, or shows other imperfections, with matching material.

1.
Provide adequate support of substrate prior to patching the finish.

2.
Refinish patched portions of painted or coated surfaces in a manner to produce uniform color and texture over the entire surface.

3.
When existing surface finish cannot be matched, refinish entire surface to nearest intersections.

3.04 
Transition from Existing to new work

A.
When new work abuts or finishes flush with existing work, make a smooth and clean transition.  Patched work shall match existing adjacent work in texture and appearance so that the patch or transition is invisible at a distance of five feet.

B.
When finished surfaces are cut in such a way that a smooth and clean transition with the new work is not possible, notify Architect.  Terminate existing surface in a neat manner along a straight line at a natural line of division, and provide trim appropriate to finished surface, or as otherwise directed by Architect.

3.05
Cleaning

A.
Perform periodic and final cleaning as specified in Section 01700.

1.
Clean Owner-occupied areas daily.

2.
Clean spillage, overspray, and heavy collection of dust in Owner-occupied areas immediately.

B.
At completion of work of each trade, clean area and make surfaces ready for work of successive trades.

C.
At completion of alteration work in each area, provide final cleaning and return space to a condition suitable for use by Owner.
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